                            NET2.0安装指南

1、安装客户端：双击 NetTime-2b1a.exe 图标。 
出现对话框，询问是否安装 NetTime 客户端，点击"是"按钮，表示安装继续；出现如下 
图所示的安装界面，点击"Next"继续安装； 
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NetTine 2.0 has the abilly to run as a service. This means the tine wil
stillbe keptin sync, even when the NetTime conis notvisble in the
System ray area

Normally, NetTime wairs you f it needs to adjust the clock by a lage
amount. i you run NetTime s a service, it il ol waim you i you are:
ogged in. Otherwise, the adjustent il bs made ith o waing.

Finaly, on'Windows NT or 2000, you must be loaged i with
achnirisralive pivleges for tis to succeed.
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I o1der o run NetTime, you must st select & server and make other
confiuration seltings to suit yout requitements. Cick Configue to set
your NetTime corfiguralion. Yo must canfigure atleast a server name
before you can proceed.
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选择安装目录，缺省目录是系统所在分区的 Program  Files\NetTime 目录下，用户可 
以任意修改安装目录，点击"Next"，进行下一步；选择在开始菜单中加入快捷方式 NetTime， 
点击"Next"；选择开始安装文件，点击"Install"；安装程序开始复制文件。 
程序安装后，会出现下图所示对话框，询问用户是否需要配置服务器。当客户端所在 
的机器第一次安装本软件时，一般都需要进行服务器设置（曾安装过本客户端则可选择 
"Cancel"）。设置应在网络管理员指导下进行，并且对于 Windows  2000/XP 用户来说，设 
置时必须具有系统管理员权限。 
点击"Install  Service"按钮，对后续出现的对话框点击"Configure"按钮，如下图； 

随后出现的配置选项对话框如上图所示，其中既有服务器参数也有客户端参数： 
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NetTine requites that you have the abilly to connect
0.3 seiver tunning n NTP o1 RFCEE8 sevice. To
get the most aceurate time reading, the best thing s
i you have a server on yourlocal network. Ask your
sysadiin about this.

1fyou are comnecting via a diakup connection to &
romal ISP, then you wil probably have o use a
public server However, your ISP may have setup
theit o time servers. You can ty conneclingto
tandom machines atther ste ta see what happens.

I oider to check oul a systemto see f s urring a
time server, and/or check. out well known publc time
setvers, el a hostrame inthe text bor on the riht
and clck "Check Host.” The system wil emember
which servers you have connected to

Hostname: [/
Check Host | (using the NTP protocol)

Sucsessful Connections:

X o
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NetTime is now installed s a service In arder ta monitor whether the.
time i curtently synchionized, ot to change corfiguralion. tis
convenient ta have the NetTime icon load Inthe system 2y area

The tme wil st be synchrorized, regardless of how you answr tis
question. If you answer No' you will ot see the icon, but NetTime wil
il be unning in the background.

Do you wart the NetTime icon t load n the system ty area whenever
youloginto s computer?

Y ] No





Time  Server：填写网络时间协议服务器的 IP 地址或主机名； 
Time  Server  Protocol：使用的网络协议是 SNTP； 
Update  Interval：设置 10 秒钟向服务器取一次时间； 
Retry  Interval：如果取时间失败，则每 10 秒钟重试一次； 
Max  Free  Run：取时间失败，重试超过 7500 秒后报警； 
Warn  If  Adj  Greater：对客户端机器校时时，调整时间超过 120 秒报警； 
用户可以根据需要设置各个参数项，建议只设置 Update Intervel（设为 60 至 600 秒为好， 
即间隔 60－600 秒向 NTP 服务器请求一次时间服务）和 Max Free Run（设为 120 至 300 为 
好，超时后在任务栏系统托盘处的图标出现一红色的叉，表示现在客户端与 NTP 服务器失 
去同步） 
用户也可以点击配置选项对话框中的"Find  Server"按钮，搜索局域网中服务器，见下 
图； 
配置好服务器及客户端后，再次出现 NetTime  Service  Install 对话框，提示是否在运行 

NetTime 时将图标加载到系统托盘（system  tray），一般应选"Yes"； 

③、 运行状态下的配置：配置服务器及客户端也可在运行后进行，点击"开始"——"程 

序"——"NetTime"——"NetTime.exe"后，在屏幕右下角的系统托盘栏中出现一图标， 

如果此时没有配置网络时间协议服务器或者服务器没有处于工作状态下，则图标的上面会 
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Welcome!

Welcome to the Dimension 4v4.3
installation wizard. This wizard wil
install the necessary files to your

Itis recommended that you exit all other
applications before starting. Press
AltiTab to switch to other applications,
save your work, and close each
application.

Press "Continue" to begin.

| Continue |





出现一个红色的叉，表示目前服务器不可用。右健点击该图标，并选择"Properties"(属 
性)，进入下图的对话框； 
点击"Settings"按钮，进入客户端设置窗口，用户可以按照安装时所述的方法进行配置。 

设置完成后应点击"OK"退出。 

